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SPECIFICATIONS 

AVAILABLE IN 

WIRELESS & FLEXIBLE ACCESS CONTROL

POWERED
BATTERY

YEAR
2

WARRANTY

STAINLESS
S T E E L

CYCLES
500 K

180°

150.000 open/close cycles 
on 1 battery pack

Easy setup 
& modification of codes

Support for free-exit,  
pushbar & code  
controlled handles

Extremely durable
internal components Highly robust e-coated 

& powder coated lock box

Bolt adjustability 
of 20mm

Roller bolt for 
smooth closing

Up to 100 different  
entry & exit codes

Low battery 
warning sign

Weather protected illuminated
panel on both sides

Vandal proof  
battery compartment

ISO 9227 KTL / E-coated lock box withstands 1000 hours of salt spray test
Weather protected illuminated electronic code panel on both sides
Up to 100 different entry & exit codes
Supports permanently open codes
Operates on batteries, battery pack included
Energy efficient electronic design
with up to 150,000 open/close cycles on the same batteries
Easy and fast set-up or modification of the access codes
Low battery warning light
Support for free-exit, pushbar, and code controlled handles
Key-operated unlocking and programming support
Vandal proof battery compartment

Controlled 
entrance &  

exit

Controlled 
entrance &  

free exit


